
Benz 164 Chassis Power Windows Activation 
 
Function Instrument: 

This action test is mainly used to activate the power window, applicable to chassis: 251, 164, 
x164. 
 
Notes: 
 During the function, no external force can be used to limit the power window up and down. 

Moving parts may cause pinching, crushing, and even danger of limb cutting; 
 Make sure that no one stays in the scope of the door and that nothing is in the scope of the 

door before performing the function; 
 When activating the electric windows, the vehicle must be observed all the time, and a 

sufficient safety distance must be kept from the vehicle; 
 
 
Operation Steps: 
 
1. Enter Mercedes V49.30 

 

 
 
 
 
 
 
 
 



2. Select “Manually Select”. 

 
 
3. Find “164-M” Class. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



4. Select the correct Engine of your car. 

 
 
5. Select correct driving. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



6. Select correct model. 

 
 
7. Select “Control Units”. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



8. Select “Seats and Doors”. 

 
 
9. We try to activate FL door, Select “DCM_FL-Door Control Module Front Left”. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



10. Select “Actuation Test”. 

 
 
11. Select “Actuation Front Left Power Windows”. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 



12. Read the warning carefully, and click “OK” to continue. 

 

 
13. It showed “FL Power Window” is “Not Normalized”. Press F3: Down   F4: Up   F12: Stop. 

 
 
14. Please click F3 or F4, then we can see the power window move, and after those operation, 

the “FL Power Window” value changed to “Normalized”. 



 
 
15. After step14, exit action test and clear DTC, then exit software, turn off ignition. FL power 

window become normal. 
 
 
The End. 
 
 


